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• Durable and Attractive
• Available Round, Square 
and Elliptical 

• Choice of Three 
Attaching Systems 

• Panel Options Include: 
Aluminum Composite, Metal
Composite, and Solid Metal

MANUFACTURED  BY  
C .R . LAURENCE  COMPANY

® ISO 9001:2008 Certified
®

Aluminum Column Covers

Aluminum Column Flat Covers

C.R. LAURENCE COMPANY
crlaurence.com I Worldwide Supplier

COLUMN
COVERS
COLUMN
COVERS
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CRL COLUMN COVERS

• Two, Three and Four Panel Configurations

• Three Attaching Systems to Choose From

• Panel Options Include: Aluminum Composite, 
Metal Composite, and Solid Metal

Round Column Covers

Round Column Cover Configurations

CRL Round Column Covers are available in three attaching 
systems; Standard Wet Seal, Deluxe Wet Seal and Premier Dry Seal.
Columns can be fabricated in two, three or four panel configurations
to best suit the installation. Several material options are available, 
but are predicated on the diameter of the column. Aluminum
Composite Sheet, Metal Composite Sheet and Solid Metal Sheet 
make up the panel material options. Columns can be fabricated up 
to 156" (3.9 m) in length, after that intermediate seams are required.
Depending on what type of column you are attaching to (Round,
Square or "I" Beam), various mounting options are available. 

CRL Panel Systems provide a variety of options for exciting new design
expression. Flexible in both available sizes and shapes, their panels are ideal
for use as column cover cladding, for incorporation into a curtainwall system,
or for ceiling and wall panels. All are custom designed and manufactured at
their Los Angeles manufacturing facility using the latest technology and
machinery to produce an elegant and efficient panel system to meet your
needs. For additional information on Column Covers see the following pages,
or contact CRL Technical Sales at (800) 421-6144 in the U.S., 
(877) 421-6144 from Canada, or (323) 588-1281 International. Ask for Ext.
7770. You can also e-mail them through their web site at crlaurence.com.
From the home page click on Contact Us, and then click on Technical Sales for
Architectural Metals Products.

• Versatile Wet or Dry Systems That Include 
All Bracketing, Angles, Trims, and Clips

• Expertly Manufactured to Your Specifications
• High Quality Craftsmanship and the Latest
Technology Available

• Available in Stainless Steel, Aluminum, 
Bronze, Brass, Aluminum Composite, 
and Metal Composite

2 Panels Opposing 3 Panels Staggered 4 Panels Opposing
Minimum Diameter 14" (355 mm)
Maximum Diameter 38" (965 mm)

Minimum Diameter 14" (355 mm)
Maximum Diameter 58" (1473 mm)

Minimum Diameter 36" (914 mm)
Maximum Diameter 78" (1981 mm)

Typical Detail of Premier Dry Seal System
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CRL COLUMN COVERS

e-mail: archmetals@crlaurence.com  I (800) 421-6144 ext. 7770  I Fax (866) 921-0532

• Durable and Attractive

• Three Attaching Systems to Choose From

• Panel Options Include: Aluminum Composite, 
Metal Composite, and Solid Metal

Elliptical Column Covers

Elliptical Column Cover Configurations

CRL Elliptical Column Covers are available in three attaching systems; 
Standard Wet Seal, Deluxe Wet Seal and Premier Dry Seal. Columns can
be fabricated in two or four panel configurations to best suit the 
installation. Several material options are available, but are predicated 
on the size of the column. Aluminum Composite Sheet, Metal Composite
Sheet and Solid Metal Sheet make up the panel material options.
Columns can be fabricated up to 156" (3.9 m) in length, after that 
intermediate seams are required. Depending on what type of column 
you are attaching to (Round, Square or "I" Beam), various mounting
options are available. 

2 Panels Opposing 4 Panels Staggered4 Panels Opposing
Minimum 20" x 10" (508 x 254 mm)
Maximum 48" x 24" (1219 x 610 mm)

Minimum 30" x 48" (762 x 1219 mm)
Maximum 78" x 39" (1981 x 990 mm)

Minimum 30" x 48" (762 x 1219 mm)
Maximum 96" x 48" (2438 x 1219 mm)

• Two or Four Panel Configurations

• Three Attaching Systems to Choose From

• Panel Options Include: Aluminum Composite, 
Metal Composite, and Solid Metal

Square Column Covers

Square Column Cover Configurations

CRL Square Column Covers are available in three attaching 
systems; Standard Wet Seal, Deluxe Wet Seal and Premier Dry Seal.
Columns can be fabricated in two or four panel configurations to 
best suit the installation. Several material options are available, 
but are predicated by the size of the column. Aluminum Composite
Sheet, Metal Composite Sheet and Solid Metal Sheet make up the
panel material options. Columns can be fabricated up to 156" 
(3.9 m) in length, after that intermediate seams are required.
Depending on what type of column you are attaching to (Round,
Square or "I" Beam), various mounting options are available. 

2 Panels Opposing 4 Panels Staggered4 Panels Opposing
Minimum 8" x 8" (203 x 203 mm)
Maximum 30" x 30" (762 x 762 mm)

Minimum 24" x 24" (610 x 610 mm)
Maximum 48" x 48" (1219 x 1219 mm)

Minimum 24" x 24" (610 x 610 mm)
Maximum 60" x 60" (1524 x 1524 mm)

Typical Detail of Premier Dry Seal System

Typical Detail of Premier Dry Seal System
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CRL SUNSHADES - 7700/7750 SERIES
An element of sophistication and modern design, CRL

Sunshades can transform a drab, expressionless building
into a distinct, eye-catching structure.

Each system is custom built to your specifications at
CRL's manufacturing facility under strict 
standards that have earned CRL many prestigious awards
for engineering 
excellence.  CRL 
engineers will work
with you to create an
elegant and functional
Sunshade System that 
is sure to impress.
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08 42 00/CRM
BuyLine 5454

Ask for Extension 7730

MORE CRL PRODUCTS AND INFORMATION

CRL SPIDER FITTINGS
• Spiders for Fin or Post Supported Applications
• Made of 316 Alloy Stainless Steel in Two 
Finishes: Brushed or Polished Stainless

• For Use With 3/8", 1/2" and 13/16" 
Tempered Glass

• Wall Panel Cladding
Systems

• Ceiling Panel
Systems

• Canopy Panels

CRL Technical Sales Assistance
C.R. Laurence Company has a Technical Sales Department to assist with design plans and installation

questions.  Your job can be made easier with the help of CRL's Technical Sales Representatives who are

trained in the newest Hardware Systems, and can offer you detailed diagrams and layout sheets.

Ask for Extension 7770.

TYPICAL APPLICATIONS:
• Malls • Atriums • Museums 
• Airports • Hotels • Railings
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FOR MORE INFORMATION ON OTHER CRL 
PRODUCTS SEE SWEET'S SECTIONS:

05 73 00/CRL-5341 
STRUCTURAL HEAVY GLASS RAILING
07 42 00/CRL-8840
ROOFING AND SIDING PANELS
08 42 00/CRL-1676 
ENTRANCES & STOREFRONTS
08 42 00/CRM-4545 
ENTRANCES & STOREFRONTS: 
Facilities & Owners
08 44 26.11/CRL-8621 
STRUCTURAL GLASS CURTAIN WALLS
08 56 59/CRL-4964  
SERVICE WINDOWS
08 71 00/CRL-3069 
DOOR HARDWARE
08 71 00.14/CRL-7154 
STACKING PARTITION SYSTEMS
10 28 19/CRL-3068 
TUB & SHOWER DOOR ENCLOSURES
10 71 13/CRL-8843
EXTERIOR SUN CONTROL DEVICES
11 18 00/CRL-6331 
BULLET-RESISTANT PROTECTION
11 46 16/CRL-5592 
SNEEZE GUARDS/PARTITION POSTS

VISIT THE WORLD of

crlaurence.com

CRL CLADDING SYSTEMS FOR WALLS, CEILINGS, AND CANOPIES

CRL Specialty Catalogs - Can be ordered, viewed or downloaded online at crlaurence.com

• Access to All CRL Products Through CRL's
Easy-to-Use A to Z Product Index

• View All Current CRL Catalogs Online
• New CRL Products and Services
• Technical Articles and Product Support
• Ordering and Shipping Information
• CRL Locations with Addresses, Directions,
Phone and Fax Numbers

• Direct E-Mail Connections to CRL Departments
• Account Policies and Credit Terms
• A Calendar of Industry Trade Shows

Architectural
Railing Systems

HR11

Transaction and
Security Hardware

TH10

Door Controls
Hardware and
Accessories

DC07

Glass Bonding
System

GB10

Architectural
Metals

AM09

Hospitality &
Service Hardware

HS07

Frameless Shower 
Door Hardware 
and Supplies

SD10

Commercial Door
Handles

LP11

Architectural
Hardware

AH11




