For Core Mount and Surface Mount Windscreen Clamps

Glass Panels Not to Exceed 60" W x 60" H (1524 x 1524 mm)
- 60" (1524 mm) Max. Height for 18.7 PSF Rating
- 54" (1372 mm) Max. Height for 23.1 PSF Rating
- 48" (1219 mm) Max. Height for 29.2 PSF Rating

Glass Fabrication:
- Two 3/4" (19 mm) Diameter Holes Per Clamp

For Fascia Mount Windscreen Clamps

Glass Panels Not to Exceed 60" W x 42" H (1524 x 1067 mm)
- 42" (1067 mm) Recommended Maximum Height

Glass Fabrication:
- Two 3/4" (19 mm) Diameter Holes Per Clamp

### Table: Glass Windscreen System Fabrication Guidelines

<table>
<thead>
<tr>
<th>CAT. NO.</th>
<th>&quot;A&quot;</th>
<th>&quot;B&quot;</th>
<th>&quot;C&quot;</th>
<th>&quot;D&quot;</th>
</tr>
</thead>
<tbody>
<tr>
<td>AFWC1/AFWC6</td>
<td>4-1/2&quot; (114 mm)</td>
<td>1-1/8&quot; (29 mm)</td>
<td>3-3/8&quot; (86 mm)</td>
<td>3-1/4&quot; (83 mm)</td>
</tr>
<tr>
<td>AFWC2/AFWC7</td>
<td>3-1/8&quot; (79 mm)</td>
<td>1-13/16&quot; (30 mm)</td>
<td>1-15/16&quot; (49 mm)</td>
<td>N/A</td>
</tr>
<tr>
<td>AFWC3/AFWC8</td>
<td>3-3/8&quot; (86 mm)</td>
<td>1-7/16&quot; (37 mm)</td>
<td>1-7/8&quot; (48 mm)</td>
<td>2-7/8&quot; (73 mm)</td>
</tr>
<tr>
<td>AFWC1SS/AFWC1SPS</td>
<td>4-1/2&quot; (114 mm)</td>
<td>1-1/8&quot; (29 mm)</td>
<td>3-3/8&quot; (86 mm)</td>
<td>3-3/8&quot; (86 mm)</td>
</tr>
<tr>
<td>AFWC4SS/AFWC4SPS</td>
<td>3-5/8&quot; (92 mm)</td>
<td>1-1/8&quot; (29 mm)</td>
<td>2-1/2&quot; (64 mm)</td>
<td>2-1/4&quot; (57 mm)</td>
</tr>
</tbody>
</table>

**Notes:**
- Use laminated tempered glass for fascia mount windscreen clamps.
- Use monolithic tempered glass for core mount and surface mount windscreen clamps.
- For fascia mount clamps, use laminated toughened glass or monolithic toughened glass.
- For core mount and surface mount clamps, use laminated tempered glass or monolithic tempered glass.

**Additional Information:**
- For fascia mount windscreen clamps, the minimum slab psi is 2500.
- For core mount and surface mount windscreen clamps, the minimum edge distance is 8" (203 mm), and the minimum slab thickness is 3-3/8" (86 mm).