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• Stock or Custom Kits Allow User to Stabilize Fixed Panels
of Glass Not Going to Ceiling

• Excellent Alternative to Traditional Horizontal Header Systems
• For 5/16", 3/8", and 1/2" (8, 10, and 12 mm) Glass
• Four Popular Stock Finishes
• Glass Fabrication Required for Tube Adaptors / End Caps
• Custom Kits Available in Various Finishes, Post Configurations,

and with Dome or Ball Glue-In Style End Caps (Two-Point SystemOnly)

Stock Kit Includes:
1 Each – 92" (2.23 m) length of 2" (51 mm) diameter Round Tubing

with welded Bottom Flange and two Rivet Nuts
2 Each – Tube Adaptors with 1-1/2" (38 mm) diameter End Caps

(with Threaded Stud)
1 Each – Removable Top Flange with Set Screw
NOTE: Stock Kit is prepared for one degree floor slope to the inside
of the shower. Shimming is required if floor is not a one degree slope
to the inside of the shower, or a Custom Kit may be ordered instead.

CRL now offers two styles of Frameless Vertical Post Systems used to stabilize fixed panels of glass
for enclosures not reaching the ceiling. They provide an excellent alternative for those customers resisting
the use of typical horizontal header systems. When patterned glass with decorative edges is used,
and a header system cannot be used due to "rippled" top edges, the Frameless Vertical Post System
allows an aesthetic and practical solution.

For applications where our stock units do not suffice, please request our Frameless Vertical Post
System Custom Quote/Order Menu. By completing the menu to identify the unit of your choice, along with
submitting a drawing of your enclosure, our Technical Sales Department can work with you
to develop the perfect solution.

Typical Two-Point
Ceiling Mount System
Shown Installed
Behind Glass

NNOOTTEE:: Maximum bar
length is 33" (838 mm)

(For Behind-The-Glass Mounting)

Stock Kit Includes:
1 Each – 33" (838 mm) length of 2" (51 mm) diameter Round Tubing,

two Rivet Nuts, and Glue-In Flat Style End Cap
2 Each – Tube Adaptors with 1-1/2" (38 mm) diameter End Caps 

(with Threaded Stud)
1 Each – Removable Top Flange with Set Screw

VPK92CH
VPK92BN
VPK92BR
VPK920RB

Polished Stainless (Polished Chrome Look)
Brushed Stainless (Brushed Nickel Look)

Polished Brass
Oil Rubbed Bronze

CAT. NO. FINISH

VPK33CH
VPK33BN
VPK33BR
VPK330RB

Polished Stainless (Polished Chrome Look)
Brushed Stainless (Brushed Nickel Look)

Polished Brass
Oil Rubbed Bronze

CAT. NO. FINISH

FLOOR-TO-CEILING MOUNT SYSTEM (For Behind-The-Glass Mounting)

TWO-POINT CEILING MOUNT SYSTEM

Frameless Vertical Post Systems in Stock or Custom Kits Allow User 
to Stabilize Fixed Panels of Glass Not Going to Ceiling

•

•

FRAMELESSFRAMELESS
VERTICAL POST SYSTEMVERTICAL POST SYSTEM

Typical Floor-to-Ceiling
Mount System Shown
Installed Behind 
Decorative Glass
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