Tajima Corp USA Inc.


SECTION 08610
RETRACTABLE SKYLIGHT WINDOWS
PART I GENERAL

1.01 SUMMARY:

A. Description

1. Work includes all electrical retractable (or manual) skylights including ,glass, rollers and track, neoprene seals, motors including all electrical operating accessories, and installation accessories 
2. Related Work Specified Elsewhere:

a. Curb construction
b. Curb flashings
c. Painting of metal surfaces as required
d. Setting of remote control switches (on electrical only- furnished by Tajima Corp USA), weatherproof junction boxes, connecting wiring to control switches, conduit and fittings on service side of junction boxes and all electrical connections. 
1.02 QUALIFICATION:

A. Retractable skylight assemblies shall be the products of a manufacturer who has regularly engaged in the design and fabrication of operable skylights of the type required for the Project for at least five (5) years. 
1.03 SHOP DRAWINGS:

A. Submit for review of Architect, prior to commencing any factory fabrication, complete shop drawings indicating all work to be done. 
1.4 GUARANTEE:

A. Retractable skylight assembly shall be guaranteed for a period of five (5) years from date of acceptance of project against defective workmanship and materials. 
PART II PRODUCTS

2.01 SKYLIGHT MANUFACTURER:

A. Tajima Corp USA, 4625 Alger Street Los Angeles, CA 
90039. Tel 818.547.4595; www.tajimacorpusa.com
1. Retractable roof window- InterPack
2.02 MATERIALS:
A. Aluminum 6063 T5 extruded profile 
a. Track rails 4” x 5.625”

b. Window frame 1.20” x 2.20”

B. Skylight Sub Frames (where structurally required)

1. Formed members: Cold steel conforming to ASTM A 446, 16 gauge (.0625”) (1.59 mm) min, galvanized G90 conforming to ASTM A525
2. Tubes: ASTM A 500 with hot dip galvanized coating conforming to ASTM A123. 
3. Plates, Bars and Shapes: ASTM A36, with hot dipped galvanized coating conforming to ASTM A123.

B. Glazing: (Architect to select one of the following)
Metal Panels: 3/4” thick, 2 x 16 gauge sheet reinforced, acrylic -polyester resin core. Architect to specify metal on exterior and interior 

1. Glass: 
a. ¼” (6.35mm) thick (clear) (white) (gray) flat glass, fully tempered to conform to ANSI Z97.1-1975

b. 5/16” (7.94mm) thick, (clear) (white) (gray) heat strengthened laminated safety glass with minimum .060” vinyl inner layer

c.  ¾” insulated  with 1/8” dual glazed annealed with low E coating

C. Accessories:

1. Glazing gaskets: Manufacturer’s standard pressure glazing gaskets by skylight and gasket manufacturers to comply with requirements.
2. Structural silicon sealant, ASTM C 1184

a. Color: Black

b. Tensile strength: 100 P minimum

3. Fasteners: stainless steel screws and bolts 

2.03 DESIGN LIVE LOADS:
A. Skylight assembly shall be designed to support a minimum live load of 20 pounds per square foot (97.64 Kg/sq m) with a maximum deflection of L/120 of unsupported span and L/175 +1/4” over 13’6” (Frames can be designed to meet any special live load and deflection requirements).
2.04 OPERATION:

A. Assembly shall be electrically operated (manually is an option), 115 volts, single phase, 60 cycle. All electrical components except retractable cord shall be fully enclosed and readily accessible for service. Electric retractable cord shall be attached to the frame unit and connected to a weatherproof junction box on the roof or inside the structure with watertight fittings. 
2.05  FABRICATION:

A. Fabricate operable skylights in strict accordance with manufacturer’s specifications and recommendations for the particular conditions of the installation. 
B. Provide weep holes or other provisions for elimination of collected moisture from framing assemblies. 
C. Glaze all frames to provide a watertight assembly. 
PART III EXECUTION

3.01 CONDITION OF SURFACES:

A. Inspect all surfaces to receive skylight components and report all defects, deflections or corrosion, which would interfere with this installation. Starting work implies acceptance of surfaces as satisfactory. 
3.02 INSTALLATION:

A. Coordinate installation of skylights with all other trades whose work adjoin or combine with same. 

B. Install all skylight components in strict accordance with manufacturer’s specifications and recommendations so as to produce a watertight installation.

C. Protect dissimilar metals from galvanic corrosion by means of zinc chromate or bituminous paint or butyl isolators.

D. Touch up all work with matching touch up paint. 

END OF SECTION


